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Radius Guide Rail

Guide Rail

RADIUS RAIL INFORMATION

Rail sections specified to be installed on curves having a radius of 5 feet (1.5m) to 150 feet

(45.7m) can be curved in our fabricating facilities prior to delivery.

Rail can be curved either convex or concave as required. Terms convex or concave refer

to the direction curved, outward or inward, relative to the traffic face of the rail.
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The diagrams & chart provide data for locating posts and curves. For assistance, please

contact our Sales Offices.

TO FIND THE RADIUS FOR A CURVED RAIL:

Cloth Tape.

Traffic Face

STEP 1: Starting at the last post in the straight run (point A), lay cloth
tape along the path that the curved guide rail will follow.

STEP 2: Mark-off two points along the curved cloth tape: One at 6’3”,
or 1905 mm (point B) and the second at 12’-6” or 3810 mm (point C).

STEP 3: Pull string directly from starting point (point A) to the second
mark-off point (point C).
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STEP 4: Measure from the first mark-off point (point B) over to the
mid-point of the taut string. This measurement (D) is the Rise.

STEP 5: Check the chart to find the Radius (R), given the Rise (D). Exam-
ple: aRise of 4 inches (102 mm) would result in a radius of 60 feet (18.3 m).

Note: Follow the steps above for each piece of rail section in the curved run. The arc
may not be consistent and each consecutive piece of rail may differ in radius from
the previous one. Please consult with an individual approved by the governmental
authority specifying and supervising the installation of the guide rail.

Allegheny Fence Construction Co., Inc.
4301 Irvine Street
Pittsburgh, PA 15207
412-421-6005 T - 412-421-1734 F
www.alleghenyfence.com




